
GK335
hiGh-speed flatbed interlocK chainstitch sewinG machine 

hochGeschwindiGKeits-, flachbett-überdecKnaht-nähmaschine
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Tel.: +49 (0)631 316019-0
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technical data
• Stitch type 605 (cover stitch)
• Max. sewing speed 6,000 spm. (GK335)
• Differential drop feed; max. stitch length 4.5 mm (GK335)
• Balance wheel 55 mm eff. Dia.
•  Optimized thread guide for individual adjustment 

of each single needle thread
• Available needle distances: 4.8, 5.6 & 6.4 mm

clearance under the arm
215×113 mm

fully automatic lubrication system

models
•  GK335   |  3 needle, 5 thread cover stitch machine 

for basic operations 
(available needle distances: 4.8, 5.6 & 6.4 mm)

•  GK335/11 |  3 needle, 5 thread cover stitch machine  
for tape binding operations

carton dimensions & gross weights for sewing head
• GK335 58×45×63 cm, 48 kg
• GK335/11  63×45×63 cm, 51 kg

 Specifications can differ depending on model. 

technische daten
• Stichtyp 605 (Überdeckstich)
• Max. Nähgeschwindigkeit 6.000 Stiche / Minute (GK335)
• Differential-Untertransport; Max. Stichlänge 4,5 mm (GK335)
• Handrad-Durchmesser effektiv 55 mm
•  Optimierte Fadenführung zum individuellen Fadenabzug & 

Einstellen jedes einzelnen Nadelfadens
• Nadelabstände 4,8 mm, 5,6 mm & 6,4 mm erhältl.

durchgangsraum im nähmaschinenarm
215×113 mm

Vollautomatisches schmiersystem

ausführungen
•  GK335  |  3-Nadel, 5-Faden Überdeckstich-Nähmaschine  

für Standard-Näharbeiten 
(Nadelabstände 4,8 / 5,6 / 6,4 mm erhältlich)

• GK335/11 |  3-Nadel, 5-Faden Überdeckstich-Nähmaschine 
für Bandeinfass-Arbeiten

Kartonmaße & brutto-Gewichte für nähkopf
• GK335 58×45×63 cm, 48 kg
• GK335/11  63×45×63 cm, 51 kg

Angaben können je nach Ausführung abweichen.
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